
355

Fishery Conservation and Management § 648.51 

(2) Whether there has been adequate 
notice and opportunity for participa-
tion by the public and members of the 
affected industry in the development of 
the NEFMC’s recommended manage-
ment measures. 

(3) Whether there is an immediate 
need to protect the resource. 

(4) Whether there will be a con-
tinuing evaluation of measures adopted 
following their implementation as a 
final rule. 

(d) NMFS action. If the NEFMC’s rec-
ommendation includes implementation 
of management measures and, after re-
viewing the NEFMC’s recommendation 
and supporting information: 

(1) NMFS concurs with the NEFMC’s 
recommended management measures 
and determines that the recommended 
measures should be issued as a final 
rule based on the factors specified in 
paragraph (c)(1) through (4) of this sec-
tion, the measures will be issued as a 
final rule in the FEDERAL REGISTER. 

(2) NMFS concurs with the NEFMC’s 
recommendation and determines that 
the recommended management meas-
ures should be published first as a pro-
posed rule, the measures will be pub-
lished as a proposed rule in the FED-
ERAL REGISTER. After additional public 
comment, if NMFS concurs with the 
NEFMC recommendation, the measures 
will be issued as a final rule in the FED-
ERAL REGISTER. 

(3) NMFS does not concur, the 
NEFMC will be notified in writing of 
the reasons for the non-concurrence. 

(e) Emergency action. Nothing in this 
section is meant to derogate from the 
authority of the Secretary to take 
emergency action under section 305(e) 
of the Magnuson-Stevens Act. 

[64 FR 40520, July 27, 1999]

Subpart D—Management Meas-
ures for the Atlantic Sea Scal-
lop Fishery

§ 648.50 Shell-height standard. 

(a) Minimum shell height. The min-
imum shell height for in-shell scallops 
that may be landed, or possessed at or 
after landing, is 3.5 inches (89 mm). 
Shell height is a straight line measure-
ment from the hinge to the outermost 

part of the shell, that is, the edge far-
thest away from the hinge. 

(b) Compliance and sampling. Compli-
ance with the minimum shell-height 
standard will be determined by inspec-
tion and enforcement at or after land-
ing, including the time when the scal-
lops are received or possessed by a 
dealer or person acting in the capacity 
of a dealer as follows: An authorized of-
ficer will take samples of 40 scallops 
each, at random, from the total 
amount of scallops in possession. The 
person in possession of the scallops 
may request that as many as 10 sam-
ples (400 scallops) be examined as a 
sample group. A sample group fails to 
comply with the standard if more than 
10 percent of all scallops sampled are 
less than the shell height specified. The 
total amount of scallops in possession 
will be deemed in violation of this sub-
part and subject to forfeiture, if the 
sample group fails to comply with the 
standard. All scallops will be subject to 
inspection and enforcement, in accord-
ance with these compliance and sam-
pling procedures, up to and including 
the time when a dealer receives or pos-
sesses scallops for a commercial pur-
pose.

§ 648.51 Gear and crew restrictions. 

(a) Trawl vessel gear restrictions. Trawl 
vessels in possession of more than 40 lb 
(18.14 kg) of shucked, or 5 bu (176.2 L) of 
in-shell scallops, trawl vessels fishing 
for scallops, and trawl vessels issued a 
limited access scallop permit under 
§ 648.4(a)(2), while fishing under or sub-
ject to the DAS allocation program for 
scallops and authorized to fish with or 
possess on board trawl nets pursuant to 
§ 648.51(f), must comply with the fol-
lowing: 

(1) Maximum sweep. The trawl sweep 
of nets in use by or available for imme-
diate use, as specified in paragraph 
(a)(2)(iii) of this section, shall not ex-
ceed 144 ft (43.9 m) as measured by the 
total length of the footrope that is di-
rectly attached to the webbing of the 
net. 

(2) Net requirements—(i) Minimum mesh 
size. The mesh size for any scallop 
trawl net in all areas shall not be 
smaller than 5.5 inches (13.97 cm). 

(ii) Mesh stowage. Same as § 648.23(b). 
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